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BALTES Beta PRO 

Art-No. 71349-71353 

 
Sizes 38 (240) – 48 (315) 
 

Width Art.-No. 

9 71349 

10 71350 

11 71351 (Standard width) 

12 71352 

13 71353 

  

 
Unit = 1 pair  

 
 

Description: 

 

BALTES Beta PRO  
Model: Total height approx. 34 cm plus rubber toe 
cap to protect the upper leather  
Upper: Waterproof leather with Cool Technology, 
high-quality water-repellent finish, comfortable 
padding of the entire upper area  
Lining: SYMPATEX® HIGH2OUT  
Sole: Nitrile rubber shell sole with air chamber 
damping  
Insole: DRYSOLE health insole  
Plus: NOMEX® upper seams  
Plus: integrated BALTES® climatic system  
Plus: BALTES® BACK MOTION element  
Plus: BALTES® MOTION element  
Plus: MONDOPOINT multi-width system – 5 
widths    
Sizes: 240 - 315 (38 - 48)  
Widths: 9 - 13  
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technology 
 

 

Norm 
BALTES® firemen's boots are conform and certified to DIN EN 15090:2012 HI3 CI F2A. 
Classification I:  shoes made of leather or other materials 
Type 2:  heavy basic protection design, suitable for inner firefighting and other 
fires of all kinds 
A:   with an additional antistatic requirement 
HI3:  passed sand-bath test at 250° Celsius and a testing time of 40 minutes  
CI:    insulation against the cold 

 
 
 
Waterproof leather 
For its shoes and boots, BALTES® only uses water-repellent, high-quality, smooth waterproof leather that 
is particularly breathable and which distinguishes itself through a high water vapour permeability. 
 
Nomex® upper seams 
The BALTES® firemen’s boots are manufactured with flame-retardant, water-repellent and particularly 
hard-wearing Nomex® upper seams. 
 
Safety reflectors  
The safety reflectors on the outside are flame retardant in accordance with DIN EN 471, DIN EN 533 and 
DIN EN 469, and they provide safety in the darkness. 
 

      
 
 
BALTES® MOTION ELEMENT 
The specially designed BALTES® (Front) Motion Element increases freedom of movement in the instep and supports 
the natural movement of the foot. 
 
BALTES

®
 BACK MOTION ELEMENT 

This specially designed movement part prevents walking creases and pressure marks in the heel and 
Achilles tendon areas.  
 

    
 

 



 

Pull-on loops  
Pull-on loops at the side or back with special reinforcement allow you to put on your boots quickly in an emergency 
start. The reinforcement makes them extremely resistant to breaking. 

BALTES guarantees a breaking load (maximum tensile load) of ≥ 1000 N. 
 
SYMPATEX® lining 
The SYMPATEX® membrane offers an absolutely safe barrier against the penetration of moisture from 
outside. They are 100 % waterproof, and also liquids with little surface tension, bacteria, viruses or many 
types of chemicals have no chance to penetrate the membrane.  
SYMPATEX® lets your feet breath. The water vapour that forms in the shoe is transported reliably to the 
outside on a chemically-physical path. The removal of water vapour has a positive effect on the 
microclimate of the shoe. 
 

  
 
 
Rubber toe cap 
The rubber toe cap serves to additionally protect the upper leather from scuffing. The countersunk seams 
increase the durability of the boot. The rubber quality used by BALTES

® 
is additionally oil and petrol 

resistant as well as antistatic. 
 
Nitrile rubber sole for firemen's boots 
The antistatic, non-chalking and very hard-wearing nitrile rubber steel sole is equipped with a self-
cleaning tread that has course cleats and is 6 mm high. The outsole is resistant to oil and petrol and it has 
an excellent insulation against cold and heat thanks to an additional natural rubber bottom filling. 
The straight front of the heel, the large tread area in the ball zone and the additional tread in the joint give 
a perfect hold on ladders.  
 
Air chamber damping 
Good damping properties through special integrated air chambers in the sole-heel zone plus the light 
weight relax the step.  
The air chamber system absorbs the shocks caused when the heel impacts on hard surfaces. It makes 
the step nice and soft and relieves the joints, spine and discs. 
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